
  

2025 ES Product Information 
 

 
Ext. Dimensions  ES 250 AWD ES 350   ES 300h  
Overall Length Mm (in.) 4975 (195.87) 4975 (195.87) 4975 (195.87) 
Overall Width Mm (in.) 1865 (73.43) 1865 (73.43)  1865 (73.43) 
Overall Height Mm (in.) 1445 (56.85)  1445 (56.85)  1445 (56.85)  
Wheelbase  Mm (in.) 2870 (112.9)  2870 (112.9)  2870 (112.9)  
Front tread Mm (in.) 17in: 1598(62.9)   

18in: 1588(62.52)  
 

17in: 1598(62.91)   
18in: 1588(62.52)   
19in: 1588(62.52)  

17in: 63.0  
18in: 62.6  
19in: 62.5  

Rear tread Mm (in.) 17in: 1609 (63.35)  
18in: 1599 (62.95)  

17in: 1609(63.35)   
18in: 1600 (62.99)  
19in: 1600(62.99)  

17in: 1609(63.35) 
18in: 1600(62.99)  
19in: 1600(62.99) 

Front overhang Mm (in.) 1005 (39.57) 1005 (39.57) 1005 (39.57) 
Rear overhang Mm (in.) 1100 (43.31) 1100 (43.31) 1100 (43.31) 
Ground Clearance  Mm (in.)  150 (5.91) 150 (5.91) 150 (5.91) 
Coefficient of drag Cd 0.26 (17”) / 0.28  0.26 (17”) / 0.28  0.26 (17”) / 0.28  

 
 

Int. Dimensions  ES 250 AWD ES 350   ES 300h  
Effective Head 
Room 

Front mm (in.) 953 (37.52) / Pano Roof: 954 (37.57) 
Rear mm (in.) 959.4 (37.77) 959.4 (37.77) 949.5 (37.38) 

Effective Leg Room Front mm (in.) 1077.5 (42.42) 
Rear mm (in.) 996.3 (39.22) 996.3 (39.22) 998.6 (39.31) 

Shoulder Room Front mm (in.) 1421 (55.94) 
Rear mm (in.) 1378.9 (54.29) 1378.9 (54.29) 1372.4 (54.03) 

Hip Room Front mm (in.) 1395.8 (54.95) 
Rear mm (in.) 1380 (54.33) 

Interior Length mm (in.) 2053 (80.83) 
Width mm (in.) 1533 (60.35) 
Height mm (in.) 1145 (45.08) 

Couple distance Front to rear 1025 (40.35) 
Seating capacity Person 5 

 
 

Weights and Capacities ES 250 AWD ES 350   ES 300h  
Curb Weight  Kg (lb) 1695(3737) 1655(3649) 1670(3682) 
GVWR Kg (lb) 1695(3737) 1655(3649) 1670(3682) 
Passenger Volume Total (cu. ft.) 99.9 99.9 97.4 
SAE Trunk Space Total L (cu. ft.) 393 (13.9) 393 (13.9) 393 (13.9) 
Fuel tank L 55 60 50 
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Engine ES 250 AWD ES 350   ES 300h  
Engine Type  A25A-FKS 2GR-FKS A25A-FXS 
No. of Cyls. & 
Arrangement  

4-cylinders, Inline 
type 6-cylinders, V type 

4-cylinders, Inline 
type 

Intake System  Natural Aspiration Natural Aspiration Natural Aspiration 

Valve Mechanism  
16-Valve, DOHC,  
VVT-iE (intake), 
VVT-i (exhaust) 

24-Valve, DOHC, 
VVT-iW (intake), 
VVT-i (exhaust) 

16-Valve, DOHC,  
VVT-iE (intake), 
VVT-i (exhaust) 

Bore x Stroke mm (in.)   87.5 x 103.4  
(3.44 x 4.07) 

94.0 x 83.0  
(3.70 x 3.27) 

87.5 x 103.4  
(3.44 x 4.07) 

Displacement cm3 (cu. in.) 2487 (151.8) 3456 (210.9) 2487 (151.8) 
Compression Ratio  13.0 : 1 11.8 : 1 14.0 : 1 
Fuel Injection System EFI, D-4S EFI, D-4S EFI, D-4S 
Fuel Type  Gasoline  Gasoline  Gasoline  
Recommended Octane Regular  Regular  Regular  
Max. Output hp @ rpm 204 @ 6,600 302 @ 6,600 176 @ 5,700 
Max. Torque lb.-ft. @ rpm 184 @ 4,000-

5,000 
267 @ 4,700 163 @ 3,600-

5,200 
Fuel consumption 
(L/100 km) 

City 9.6 10.7 5.5 
Highway 7.0 7.3 5.2 
Combined 8.4 9.2 5.3 

 
 

Motor Generator ES 250 AWD ES 350   ES 300h  
Motor Type  

N/A N/A 
Permanent magnet 
motor 

Max output kW N/A N/A 88 
Max torque Nm N/A N/A 202 

 
 

Hybrid Battery Pack ES 250 AWD ES 350   ES 300h  
Battery Type  N/A N/A Ni-MH 
Nominal Voltage V N/A N/A 244.8 
Number of Battery Cells N/A N/A 204 

 
 

Performance ES 250 AWD ES 350   ES 300h  
Total Max Output hp N/A N/A 215 
Top Speed Km/h 210 210 180 
0-100 km/h s 8.9 7.2 8.9 
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Chassis and Body  ES 250 AWD ES 350   ES 300h  
Transmission Code Name UB80F UA80E P710 

Type 8-speed Direct 
Shift Automatic 

8-speed Direct 
Shift Automatic 

e-CVT 

Transaxle Gear 
Ratio  

1st   5.250 5.519 4.596 
2nd   3.028 3.184 2.724 
3rd   1.950 2.050 1.863 
4th   1.456 1.491 1.464 
5th   1.220 1.234 1.231 
6th   1.000 1.000 1.000 
7th   0.808 0.800 0.824 
8th   0.673 0.673 0.685 
Forward   0.402 
Reverse  4.014 4.220 2.176 

Differential Gear Ratio (Front / Rear) 3.177 / 2.277 2.561 / - 3.389 / - 
Brake Type Front Ventilated Disc  Ventilated Disc  Ventilated Disc  

Rear Solid Disc Solid Disc Solid Disc 
Brake Size Front mm (in.) 

Diameter/Thickness
305 (12.01) / 28 

(1.10) 
305 (12.01) / 28 

(1.10) 
305 (12.01) / 28 

(1.10) 
Rear mm (in.) 
Diameter/Thickness

281 (11.06) / 12 
(0.47) 

281 (11.06) / 12 
(0.47) 

281 (11.06) / 12 
(0.47) 

Parking Brake Type Electronic Parking 
Brake 

Electronic Parking 
Brake 

Electronic Parking 
Brake 

Suspension Type Front MacPherson Strut MacPherson Strut MacPherson Strut 
Rear Trailing Wishbone Trailing Wishbone Trailing Wishbone 

Steering  Type EPS  EPS EPS 
Lock to lock 2.7 2.7 2.7 

Minimum Turning 
Radius  

Curb to curb m (ft)  17" wheels: 5.8 (19.0) / 18-19” wheels: 5.9 (19.4) 
Wall to wall m (ft)  17" wheels: 6.2 (20.3) / 18-19” wheels: 6.3 (20.7) 

 
Colours 
Ultra White* 
Eminent White Pearl* 
Cloudburst Gray* 
Iridium* 
Caviar 
Matador Red Mica 
Moonbeam Beige Metallic 
Sunlit Green 
Nightfall Mica 

*Additional Cost 
 

Basic Limited Warranty Coverage 
 3-year/60,000km Basic 
 6-year/110,000km Powertrain, whichever comes first. 
 8-year/160,000km Hybrid-Related Component Coverage 
 10-year/240,000km Hybrid Battery 

 


